
SPECIFICATIONS
• 120 Volts AC
• CSA approved
• See table on back for full specifications

Customer service: Toll Free: 800.328.6108
Email: customerservice@phillipsandtemro.com

www.phillipsandtemro.com

Block heater plug that is 
lit when power is reaching 
the heater harness

BENEFITS 
• Light is visible from 50 

feet making it possible to 
monitor from a distance

• Visual cue to indicate power 
to the block heater

• Harnesses may be 
purchased to upgrade 
existing block heater kits

WHERE TO USE
Automotive Industry. Offered 
on popular aftermarket block 
and cartridge heater kits
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LIT PLUG KIT
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Lit Plug Kit 
Part Number Standard Kit Part Number Heater Wattage (Watts) Heater Voltage (V) 

3100121 3100002 400 120

3100122 3100098 400 120

3100123 3100129 400 120

3100124 3100006 400 120

3100125 3100055 600 120

3100126 3100057 600 120

3100127 3100109 400 120

Lit Plug Kit Part 
Number Lit Plug Replacement Cord Standard Replacement Cord Cord Length

3100121 3600118 3600001 5" (1.52 m)

3100122 3600116 3600006 5" (1.52 m)

3100123 3600119 3600083 5" (1.52 m)

3100124 3600117 3600005 5" (1.52 m)

3100125 3600116 3600006 5" (1.52 m)

3100126 3600116 3600006 5" (1.52 m)

3100127 3600119 3600082 5" (1.52 m)

3100129 3600119 3600083 5" (1.52 m)

STANDARD AND LIT PLUG KITS


