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Adapter Kits—Hot Fox Fuel Warmers 
For use with all Model of Hot Fox Fuel Warmers 

Adapter Kits Available for OEM & Aftermarket Applications Used to Simplify Some Installations 
Recommended Use Of Adapter Kits 

• When installing Hot Fox™ model heaters into a non-reinforced sending gauge opening. 

• When installing Hot Fox™ model heaters in tanks less than 14 gauge, 0.075”/1.9mm steel or 0.100”/2.5mm aluminum. 

• When installing Hot Fox™ model heaters into tank flanges. 

Recommended Use Of A-1721 or A-2060 Adapters 

• When installing Hot Fox™ model heaters on applications with extreme vibration. 

• When installing Hot Fox™ model heaters horizontally. 

Consider Using A Spacer Kit 

• When sizing a Hot Fox™ model heater to a length that will reach to an inch off the tank bottom. 

• When raising the Hot Fox™ model heater to allow easier fitting connections, or to route hoses around obstacles. 

SPACER KITS 

KT-875 

Purpose: To raise HOT FOX™ fuel warmer 
flange 1/2” (13mm) above tank. 
 

Parts Included: 

• (5) A-863 #10-32 UNF socket head bolts 

• (1) A-841 Gasket 

• (1) A-875 1/2” (13mm) Spacer 

KT-877 

Purpose: To raise HOT FOX™ fuel warmer 
flange 1” (25mm) above tank. For Kenworth 
recessed gauge opening & misc. others 
 

Parts Included: 

• (5) A-869 #10-32 UNF socket head bolts 

• (1) A-841 Gasket 

• (1) A-877 1” (25mm) Spacer 

A-870 
Blank Plate 

Application: 
Use to cover tank opening if 
Hot Fox™ has been removed. 

A-1721F 
(To –90° F/ -67°/C) 

Parts Included 
(1) A-1792 Gasket 
(2) A-2758 O-Ring 

A-1721 
(To –40° F/C) 
Parts Included 

(1) A-1792 Gasket 
(2) A-1726 O-Ring 

Threaded Adapter 
Fits 1-1/2” & 2” NPT Couplings 

Weld-In Adapter 
For Fuel or Hydraulic Tanks 

A-2060 (Steel) 
A-2060-A (Alum.) 

(To –40° F/C) 
Parts Included 

(1) A-1792 Gasket 
(2) A-1726 O-Ring 

A-2060F 
A-2060-AF 

(To –90° F/ -67°/C) 
Parts Included 

(1) A-1792 Gasket 
(2) A-2758 O-Ring 

A-4607 
Tapped Plate 

Application: 
Use to install an auxiliary 
standpipe in a standard USA 
sending gauge opening. 
 
Center is tapped for 1/2” NPT 

FLAT TANKS 

KT-828DF 

Applications: Adapts 10-hole 
Tokheim and Polar Baron mounts to 
Hot Fox™ mount. 

KIT COMPONENTS 
Adapter Plate (1) A-826 
Gasket (1) A-645 
Mounting Bolts (10) - A-610 

Applications: Adapts misc. 
automotive/industrial OEM 5-
3/4” B.C. flanges & Arctic Fox 
fuel warmer weld on flanges A-
820 & A-823 to Hot Fox™ 
mount. 

KIT COMPONENTS 

Adapter Plate 
     KT-832L—(1) A-832 
     KT-4231—(1) A-2176 
Gasket  
     KT-832L—(1) A-821 
     KT-4231—(1) A-811 
Mounting Bolts 
     K-832L—(10) - A-610 
     K-4231—(10) A-856 

KT-832L 10”/165mm Dia. 
KT-4231 4.7” 120mm Dia. 

120mm Flange 

Applications: Adapts Kenworth 
OEM 104.5mm B.C. Flange to 
Hot Fox™ mount. 

KIT COMPONENTS 
Adapter Plate (1) -  A-829 
Gasket (1) -  A-811 
Mounting Bolts (10) -  A-856 

ROUND TANKS 

KT-827C for 22”-29”/559-737mm Dia. 
KT-831CS for 14”-21”/356-533mm Dia. 

Applications: Adapts standard Arctic 
Fox fuel warmer mount to Hot Fox™ 
mount. 

KIT COMPONENTS 
Adapter Plate 6”/152mm Square (1) 
A-827 for KT-827C 
A-831 for KT-831CS 
Backing Plates (2) A-1795 
Clips (4) A-649 
Gasket (1)—A-611 
Mounting Bolts (12) - A-610 
Template (1)—A-708 

KT-826F 

Applications: Adapts standard 
Arctic Fox fuel warmer mount to 
Hot Fox™ mount. 

KIT COMPONENTS 
Adapter Plate 6”/152mm 
Square 
(1) A-826 
Backing Plates (2) A-2025 
Clips (4) A-649 
Gasket (1)—A-611 
Mounting Bolts (12) - A-610 
Template (1)—A-708 

KT-829K 
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