
Series 41
Circulation Heaters

Provides dependable engine start by circulating warmed 
coolant through the engine.

BENEFITS  

•  Provides a quick start
•  Convenient and easy 

installation

APPLICATIONS 
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O V E R V I E W

E N G I N E  H E A T I N G

•  Corrosion and impact resistant
rugged cast aluminum construction

• Provides  excellent heat transfer and 
overheat protection

• Easy and convenient to service

• Industrial
• Agriculture
• Off-Road

FEATURES

• Copper heating element

• Thermostatically controlled

• 5/8" inlet and outlet

• Vertical installation only

• Heavy duty 3-wire attached cord

• Replaceable element and thermostat
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Thermostat Range: Opens at 190°F 
(88°C) Closes at 151°F (66°C) Product 
Dimensions: 2 �/₄" x 8 �/₂" (7 x 22 cm) 
Cord Length: 5' (1.5m)
Plug Type: A-NEMA 5–15

Thermostat Range: Opens at 205°F (96C) Closes at 165°F (74°C) 
Product Dimensions: 4 ⁵/₁₆" x 12 ⁵/₁₆" (11 x 31 cm)
Cord Length: 22" (56 cm)
Plug Type: C-NEMA 5–20

Part No. Watts Volts Amps
Plug 

Configuration
Inlet/Outlet 

Size
Replacement 

Element Thermostat Cord Length
2204010 750 120 6.25 A - NEMA 5-15 5/8" 2204061 2204266 5' (1.5m)
2204029 1000 120 8.33 A - NEMA 5-15 5/8" 2204088 2204266 5' (1.5m)
2204037 1500 120 12.5 A - NEMA 5-15 5/8" 2204096 2204266 5' (1.5m)

Part No. Watts Volts Amps
Plug 

Configuration
Inlet/Outlet 

Size Thermostat Certifications
3300091 2000 120 16.7 C-NEMA 5-20 5/8" 3300097 CSA

Cord Length
22" (56cm)

2-3/4"  
(7 cm)

8-1/2"  
(22 cm)

Replacement Element

4-5/16"  
(11 cm)

12-5/16"  
(31 cm)




