
Series 8000 
Circulation Tank Heater

Provide dependable engine starts in all temperatures by
circulating warmed coolant through the engine.
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O V E R V I E W

E N G I N E  H E A T I N G

• Provides overheat protection

 

BENEFITS 

• Provides a quick start
• Assures fast defrost
• Decreases engine emissions 

associated with cold starts

• Top-side location of power cord 
connection provides damage 
protection from road debris and 
chemicals.

• Integral check valve supports 
extensive range of plumbing 
configurations.

APPLICATIONS
• Agriculture
• Construction
• Off Road
• Light Duty

FEATURES
• Cylindrical design of heater and 

universal mounting strap allow for
convenient, new or retrofit 
applications.

• Temperature sensing safety 
thermostat 147°F (64°C) ON - 
185°F (85°C) OFF.

• New detachable power cord 
ehances ease of installation

• Corrosion and impact 
resistance
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F U E L  &  F L U I D
H E A T I N G

Part No. Watts Volts Amps Plug Type Inlet/Outlet Size
Replacement  

Cord 18"
Replacement  

Cord 60" Certifications
3308001 750 120 6.3 A 5/8" 3309001 3309002 CSA

3308002 1000 120 8.3 A 5/8" 3309001 3309002 CSA

3308003 1000 120 12.5 A 5/8" 3309001 3309002 CSA

PRODUCT DIMENSIONS

3-1/2"  
(9 cm)

7-1/2"  
(19 cm)

4-1/10"  
(10.4 cm)

OVERHEAT THERMOSTAT
• Withstands overheat conditions without 

damaging heater or creating hazards

• De-energizes heater in overheat condition to 
protect components

• Measures temperature at heating element for 
quick response

• Tested for 100,000 cycles

Replacement power cords available in 18" (46 cm) or 60" (152 cm) lengths. Universal mounting kit included.
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