
Cab & Cargo Heater
Provides a secondary heat source in trucks, sleeper cabs, 

buses, & off-road equipment. Numerous models available
that range in volts, capacity, airflow and dimensions to fit 

your application.FEATURES 
• 2-speed motor with reversible fan

blade

• Heavy steel construction
•  14-gauge, Model 200 & 300
•   20-gauge, Model 100, 400 & 500
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O V E R V I E W

E N G I N E  H E A T I N G

APPLICATIONS

• Installation kit included

• Trucks
• Sleeper Cabs
• Buses
• Off-Road Equipment

BENEFITS 
• Isolated, more efficient

air flow prevents air loss
through heater vents

• Built-in grill protects the
heater core which prevents
damage and prolongs life

• Compact design to allow
for a wide variety of
placement options

• Heat exchanger tested to 300 psi
• Built-in grill protects the

heater core which prevents
damage and prolongs life



*Designed for vehicles where space is limited

MODEL 100 – 17,500 BTU
Firewall or Wall Mounted Unit

Outlet Outlet Wt.   Part No.       Volt        Capacity        Airflow Current  
                  (BTU/hr)        (CFM)         (Amps) Dimensions (H x W x D) Diameter Direction (Lbs)

7000101 12 17,500 150 3.9                7.5 x 8.6 x 7.7" (191 x 219 x 196mm) 5/8" (16mm)              Rear Top 10.0

 7000102 12 17,500 150 3.9                7.5 x 8.6 x 7.7" (191 x 219 x 196mm) 3/4 " (19mm)              Rear Top 10.0

 7000103 24 17,500 150 2.0                7.5 x 8.6 x 7.7" (191 x 219 x 196mm) 5/8" (16mm)             Rear Top 10.0

Heat exchanger Hose connections

Defroster port knockout (one of 2)

Air flow control doors (two of 3)
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MODEL 200 – 30,000 BTU
Floor or Wall Mounted Unit

Outlet Outlet Wt.   Part No.       Volt        Capacity        Airflow Current  
                  (BTU/hr)        (CFM)         (Amps) Dimensions (H x W x D) Diameter Direction (Lbs)

 7000201 12 30,000 250 9.4 9.3 x 11.5 x 10.6" (237 x 292 x 270mm)         5/8" (16mm)                 Rear Left 26.5
 7000202 12 30,000 250 9.4 9.3 x 11.5 x 10.6" (237 x 292 x 270mm)         5/8" (16mm) Left* 26.5
 7000203 12 30,000 250 9.4 9.3 x 11.5 x 10.6" (237 x 292 x 270mm)         5/8" (16mm) Right 26.5
 7000207 24 30,000 250 4.7 9.3 x 11.5 x 10.6" (237 x 292 x 270mm)         5/8" (16mm)                Rear Left 26.5
 7000208 24 30,000 250 4.7 9.3 x 11.5 x 10.6" (237 x 292 x 270mm)         5/8" (16mm) Left* 26.5

Mounting 
flange

Hose connections

2-speed reversible fan motor 

*Designed for off-road vehicles with limited space
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MODEL 300 – 40,000 BTU
Under Seat Heater

MODEL 400 – 13,500 BTU
Under Seat Heater

Outlet Outlet Wt.   Part No.       Volt        Capacity        Airflow Current  
                  (BTU/hr)        (CFM)         (Amps) Dimensions (H x W x D) Diameter Direction (Lbs)

Note: Model 300 requires (2) installation kits - Part No. 7100001

 7000301 12 40,000 325 8.9                  7.7 x 17.4 x 9.4" (196 x 442 x 239mm)            5/8" (16mm)                Rear Left 28.3
 7000302 12 40,000 325 8.9                  7.7 x 17.4 x 9.4" (196 x 442 x 239mm)            5/8" (16mm) Left* 28.3
 7000303 12 40,000 325 8.9                  7.7 x 17.4 x 9.4" (196 x 442 x 239mm)            5/8" (16mm) Right 28.3
 7000308 24 40,000 325 4.5                  7.7 x 17.4 x 9.4" (196 x 442 x 239mm)            5/8" (16mm) Left* 28.3
 7000309 24 40,000 325 4.5                  7.7 x 17.4 x 9.4" (196 x 442 x 239mm)            5/8" (16mm) Right 28.3

Mounting flange
Dual fan motors Hose Connections

*Construction Equipment

*Under the seat, secondary heat source for delivery trucks and sleeper cabs

Outlet Outlet Wt.   Part No.       Volt        Capacity        Airflow Current  
                  (BTU/hr)        (CFM)         (Amps) Dimensions (H x W x D) Diameter Direction (Lbs)

 7000401 12 13,500 130 4.3                  9.3 x 11.5 x 10.6" (237 x 292 x 270mm)           5/8" (16mm)                  Bottom 10.4
 7000403 24 13,500 130 2.2                  9.3 x 11.5 x 10.6" (237 x 292 x 270mm)           5/8" (16mm)                  Bottom 10.4

Heat exchanger 2-speed reversible fan motor

Hose connections
Heat exchanger



Outlet Outlet Wt.   Part No.       Volt        Capacity        Airflow Current  
                  (BTU/hr)        (CFM)         (Amps) Dimensions (H x W x D) Diameter Direction (Lbs)

Mounting flange

Heat exchanger Hose connection (one of 2)

2-speed reversible fan motor

 7000501 12 17,500 150 4.4                7.6 x 8.5 x 4.3" (193 x 109 x 26mm) 5/8" (16mm)            Bottom Right.            7.4
 7000502 12 17,500 150 4.4                7.6 x 8.5 x 4.3" (193 x 109 x 26mm) 5/8" (16mm)            Rear Right*            7.4
7000505 24 17,500 150 2.2                7.6 x 8.5 x 4.3" (193 x 109 x 26mm) 5/8" (16mm)            Bottom Right            7.4
 7000506 24 17,500 150 2.2                7.6 x 8.5 x 4.3" (193 x 109 x 26mm) 5/8" (16mm)            Rear Right*            7.4

*  Outlet direction featured in photos
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MODEL 500 – 17,500 BTU
Space Saver Design * Designed for vehicles with limited space. Ideally suited

for applications where defrosting is not required.
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