
TopStart Biodiesel 
& Oil (1, 2.7 kW)

The TopStart Biodiesel & Oil is an electrical preheating 
system with a circulation pump. 
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BENEFITS 
• Maintain oil viscosity
• Improve lubrication
• Improve cold starts and reduce 

wear

APPLICATIONS
• Large engine gensets
• Large equipment

Aluminum heater housing
PA66 electrical covers
4.9 ft (150 cm) power cable
Flow rate: 25L/min at 6 bar 
(6.6 gpm at 87 PSI)

Safety thermostat with manual re-
set option and 25A cutout rating, 
6000 cycles (60˚C/140˚F or 
110˚C/230˚F)

Available power:
1-3 kW
120, 230 V

Regulating Thermostat:
32-104˚F (0-40˚C)
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Inlet 3/4" 
BSPP

Outlet 1"
BSPP

Weight: 17 kg (1 kW)
19 kg (2.6 kW)

DIMENSIONS
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345.50 mm (1 kW) / 598 (2.7 kW)

380 mm (1 kW) / 633 (2.7 kW)

Part Number Hertz Volts Phase Watts
Regulating 
Thermostat

Safety 
Thermostat Certifications Plug Type

TSDP 120110MC 50-60 120    1 1000 0-40°C 65°C (149°F) with 
manual reset

CE Blunt wire

TSDP 230110MC 50-60 230    1 1000 0-40°C 65°C (149°F)  with 
manual reset CE CEE 7/7 or 

hard wire

PARTS LIST: CE CERTIFIED

TSDP 230127MC 50-60 230    1 2700 0-40°C 65°C (149°F)  with 
manual reset CE CEE 7/7 or 

hard wire
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