
CE Silicone Pad 
Heaters

Electric heating pad that  utilizes direct heat transfer to 
maintain fluid viscosity in cold weather applications. 
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O V E R V I E W

E N G I N E  H E A T I N G

BENEFITS 
• Easier cold weather starting

that reduces engine wear
• Reduce condensation, exhaust

smoke and harmful emissions
• Low wattage, energy

efficient solution
• Direct heat transfer

APPLICATIONS:
• Cars and SUVs
• Light and heavy duty trucks
• Tractors
• Mining
• Off road construction equipment
• Snow removal equipment
• Custom solutions available
• FLUIDS

• Oil
• Hydraulic
• Water

Oil Pan & Hydraulic  
Reservoir

Diesel Fuel Filter Battery
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CE SILICONE PAD HEATERS – ADHESIVE
Silicone pad heater that is easily installed with adhesive mounting for installation on smooth 
metal surfaces.
• Maintains temperature of oil & hydraulic fluids for easier cold weather starting.
• Reduces engine wear by improving the flow of engine fluids

Part No. Watts Volts Amp Width Length Plug Type Cord Length T-Stat
3400070 7 12 DC 0.6 2.5 cm (1") 5 cm (2") Blunt - 2 Wire 1.8 m (6') -
3400051 50 12 DC 4.2
3400071 80 12 DC 6.7
3400074 80 12 DC 6.7

7.6 cm (3.0”) 7.6 cm (3.0”) Blunt - 2 Wire 1.8 m (6’) -
3.8 cm (1-1/2") 20.3 cm (8") Blunt - 2 Wire 1.8 m (6') -
4.5 cm (1-3/4") 8.3 cm (3-1/4") Blunt - 2 Wire 1.8 m (6') -

3400052 125 12 DC 10.4
3400053 250 12 DC 20.8
3400076 80 24 DC 3.4

10.2 cm (4") 10.2 cm (4") Blunt - 2 Wire 1.8 m (6') -
12.7 cm (5") 12.7 cm (5") Blunt - 2 Wire 1.8 m (6') -

3.8 cm (1-1/2") 10.2 cm (4") Blunt - 2 Wire 1.8 m (6') -
3400138 125 230 0.5
3400139 125 230 0.5

3.8 cm (1-1/2") 15.2 cm (6") CEE7/7 1.8 m (6') 132-149°C (270-300°F)
7.6 cm (3.0") 7.6 cm (3.0") CEE7/7 1.8 m (6') 132-149°C (270-300°F)

3400140 250 230 1.1
3400141 500 230 2.2
3400142 1000 230 4.3

9.5cm (3-1/2") 11.4 cm (4-1/2") CEE7/7 1.8 m (6') 132-149°C (270-300°F)
12.7 cm (5") 17.8 cm (7") CEE7/7 1.8 m (6') 132-149°C (270-300°F)
15.2 cm (6") 27cm (10-3/4") CEE7/7 1.8 m (6') 132-149°C (270-300°F)

CE SILICONE PAD HEATERS – BATTERY
Silicone pad heater placed under the battery.
• Silicone material is resistant to battery acid
• Slim design to fit in the battery box or battery tray

CE SILICONE PAD HEATERS – DIESEL FUEL FILTER
Flexible silicone pad heater that snuggly wraps around metal diesel fuel filters 
with a hook and loop closure.
•

Part No. Watts Volts Width Length Plug Type Cord Length
3400146 60 230 14 cm (5 1/2") 21.6 cm (8 1/2") CEE7/7 1.8 mm (6')

Fits diesel fuel filters from 6.4 to 12.7 cm (2-1/2 to 5") cm

Part No. Watts Volts Height Fits Filter Diameter Plug Type Cord Length

3400143 50 12 DC 7.6 cm (3.0") 6.4 to 8.9cm (2-1/2 to 3-1/2") Blunt - 2 Wire 1.8 m (6')

3400144 100 12 DC 10.2 cm (4") 9.5 to 12.7cm (3-3/4 to 5") Blunt - 2 Wire 1.8 m (6')
3400145 100 24 DC 10.2 cm (4") 9.5 to 12.7cm (3-3/4 to 5") Blunt - 2 Wire 1.8 m (6')

Not for lithium ion batteries.
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