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E N G I N E  H E A T I N G

A cordset that shows a visible LED lightwhen power is 
being supplied to the engine block heater.

O V E R V I E W 

BENEFITS 
• Light is visible from 

50' (15 m) to monitor 
from a distance

• Visual cue to indicate power
to the block heater

• Harnesses may be
purchased to upgrade
existing block heater kits

APPLICATIONS

FEATURES

• 120 Volts AC
• CSA approved

• 5' (1.5 m) cord with LED NEMA 
5-15 plug

The lit plug should not be used if the standard heater kit 
comes with a thermostat cord.

Cord Length
5' ft (1.5 m)

LED Lighted 
Plug

Female Silicone
Connector

• Automotive

• Light Duty
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3100121

3100126

3100122 3100151

3100127

3100124

Lit Plug Kit 
Part Number Standard Kit Part Number Heater Wattage (Watts) Heater Voltage (V) 

3100121 3100002 400 120

3100122 3100098 400 120

3100151 3100150 202 120

3100124 3100006 400 120

3100125 3100055 600 120

3100126 3100057 600 120

3100127 3100005 400 120

3100125

Lit Plug Kit Part 
Number Lit Plug Replacement Cord Standard Replacement Cord Cord Length

3100121 3600118 3600001 5" (1.52 m)

3100122 3600116 3600006 5" (1.52 m)

3100123 3600119 3600083 5" (1.52 m)

3100124 3600117 3600005 5" (1.52 m)

3100125 3600116 3600006 5" (1.52 m)

3100126 3600116 3600006 5" (1.52 m)

3100127 3600119 3600082 5" (1.52 m)

3100151 3600119 3600120 5" (1.52 m)

STANDARD AND LIT PLUG KITS

Part No. 3600116
Silicone Connector: E

Part No. 3600117
Silicone Connector: D

Part No. 3600118
Silicone Connector: A

Part No. 3600119

Silicone Connector: J
Note: Do NOT use with GM 
2006 and newer models to 
avoid check engine light.




