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E N G I N E  H E A T I N G

A bumper mount receptacle that provides a complete 
connection between the engine block heater and standard 

120 volt outlet.

O V E R V I E W 

APPLICATIONS

BENEFITS

• Eliminate dangling power cords

• Low profile flip cap receptacle

• Provides convenient access to plug-
in the engine block heater.

• Automotive and light duty 
applications

KIT INCLUDES: 
• Receptacle with cordset

and silicone connector
• 16' (5m) power cord
• Receptacle template

• Receptacle installation instructions
• Optional 1.5' (46cm) extension cord

(sold separately)
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3600124 3600126 3600129 3600125 3600127 3600128

FLIP CAP RECEPTACLE

Part No. 1.5' Extension Plug Type
Connector 

Angle
Replacement 

Cordset Misc.

3600126 3700002 A R 3600001

3600129 3700002 H R 3600004

3600127 3700002 D S 3600005 Aluminum & Brass Heaters

3600124 3700002 E R 3600006 Steel Heaters

3600128 3700002 I S 3600080 Pyroil Brands Only

3600125 3700002 J S 3600082 Do NOT use GM 2006 and newer 
models to avoid check engine light

Cross reference the Replacement Cordset part number with the Flip Cap Receptacle to identify the appropriate part.




