
ThermoStart
The ThermoStart is an electric thermosiphon 

coolant preheater.

APPLICATIONS
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E N G I N E  H E A T I N G

O V E R V I E W

  Medium to large gensets
  Trucks and other vehicles

•

• Aluminum housing
• Available power

1.5 to 4kw120,
208, 230, 240, & 240V
50 or 60 Hz

Compact and easy to install – 
vertical mounting

FEATURES 

• Regulating adjustable thermostat 
32-176°F (0-80°C)

• Safety thermostat 230°F (110°C), 
manual reset rated at 25A

BENEFITS

• 

•

•

•

•

•

• 4.9’ (150cm) power cable

• Mounting kit included

Provides engine warming for quick, 
clean starts
Reduces time to reach operating 
temperature
Enhances immediate full-load 
acceptance
Durable aluminum housing is 
corrosion and impact resistant

Controls temperature by 
using a regulating thermostat

•
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INSTALLATION DIAGRAM

DELIVERED WITH MOUNTING KIT
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Part Number                          Volts    Phase Watts Regulating 
Thermostat

Safety 
Thermostat

THS120120MTH13        120 1

THS208130MTH22              208 1

THS230130MTH22              240 1

THS230140MTH23        240 1

2000 16.7            32-176°F (0-80°C) 230°F (110°C) 

3000 14.4            32-176°F (0-80°C) 230°F (110°C) 

3270 13.6            32-176°F (0-80°C) 230°F (110°C) 

4360 18.2            32-176°F (0-80°C) 230°F (110°C) 

NEMA L5-30 

NEMA 6-20 

NEMA 6-20 

NEMA L6-30 

PARTS LIST: UL LISTED

Plug Type

PARTS LIST: CE CERTIFIED
Part 
Number Hertz Volts Phase Watts

Regulating 
Thermostat

Safety 
Thermostat                Plug Type 

THS 2301 500

THS 23011000

THS 23011500 

THS 23012000 

THS 23012500 

THS 23013000 

THS 23014000 

 50-60 230 1 

50-60 230 1 

50-60 230 1 

50-60 230 1 

50-60 230 1 

50-60 230 1 

50-60 230 1

 500        2.17            

1000 4.4

1500 6.5 

2000 8.7

2500 10.9

3000 13

4000 17.4

0-80°C (32-176°F)                 

0-80°C (32-176°F)                

0-80°C (32-176°F)                 

0-80°C (32-176°F)              

0-80°C (32-176°F)                  

0-80°C (32-176°F)               

0-80°C (32-176°F)

 CEE 7/7 

 CEE 7/7 

 CEE 7/7 

 CEE 7/7 

 CEE 7/7 

 CEE 7/7 

 Hard wire 
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Amp

Amps

       120 1 1000 8.3               32-176°F (0-80°C) 230°F (110°C) NEMA 5-15 THS120110MTH11

Hertz

       50-60

       50-60

       50-60

       50-60

       50-60

230°F (110°C)

230°F (110°C)

230°F (110°C)

230°F (110°C)

230°F (110°C)

230°F (110°C)

230°F (110°C)
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PARTS LIST: CE CERTIFIED
Part 
Number Hertz Volts Phase Watts

Regulating 
Thermostat

Safety 
Thermostat Plug Type Certifications

500 0-80°C (32-176°F) with manual r
110°C (230°F)  

eset CEE 7/7 CE

1000 0-80°C (32-176°F) with manual r
110°C (230°F)  

eset CEE 7/7 CE

1350 0-80°C (32-176°F) 110°C (230°F) 
with manual reset

 CEE 7/7 CE

1500 0-80°C (32-176°F) with manual r
110°C (230°F)  

eset CEE 7/7 CE

2000 0-80°C (32-176°F) 110°C (230°F) 
with manual reset

 CEE 7/7 CE

500 0-80°C (32-176°F) with manual r
110°C (230°F)  

eset CEE 7/7 CE

1000 0-80°C (32-176°F) 110°C (230°F) 
with manual reset

 CEE 7/7 CE

1500 0-80°C (32-176°F) with manual r
110°C (230°F)  

eset CEE 7/7 CE

2000 0-80°C (32-176°F) 110°C (230°F) 
with manual reset

 CEE 7/7 CE

2500 0-80°C (32-176°F) with manual r
110°C (230°F)  

eset CEE 7/7 CE

3000 0-80°C (32-176°F) 110°C (230°F) 
with manual reset

 CEE 7/7 CE

THS 1201 500 M 50-60 120 1

THS 12011000 M 50-60 120 1

THS 12011350 M 50-60 120 1

THS 12011500 M 50-60 120 1

THS 12012000 M 50-60 120 1

THS 2301 500 M 50-60 230 1

THS 23011000 M 50-60 230 1

THS 23011500 M 50-60 230 1

THS 23012000 M 50-60 230 1

THS 23012500 M 50-60 230 1

THS 23013000 M 50-60 230 1

THS 23014000 M 50-60 230 1 4000 0-80°C (32-176°F) 110°C (230°F) 
with manual reset

 Hard wire CE




