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Your TWHF series Hot Fox™ with auxiliary 
standpipe has all the features of the standard 
HFG series Hot Fox plus an additional fuel 
passage dedicated to the fuel supply for a diesel 
fired heater or other device utilizing a 2mm or 
4mm inside diameter fuel standpipe. 

The Hot Fox™ with auxiliary standpipe is 
available with either 2mm or 4mm auxiliary 
inside diameter, see Chart C. Consult your 
diesel fired heater manufacturer for correct 
standpipe inside diameter. 

All specification and installation criteria referred 
to in brochure B-458 for the Hot Fox™ HFG 
series applies to the TWHF series with the 
following, minor variations: 
1. Different fuel outlet port layout.
2. Slightly different fuel inlet configuration at the

bottom of the heater.

The diesel fired heater fuel outlet port on the TWHF Hot Fox™ is 1/8” female pipe thread. Brass 
adapters are available from Arctic Fox or local suppliers to connect the fuel supply hose to your 
diesel fired heater. See Chart D for Arctic Fox part numbers. 

To insure that you have the correct TWHF Hot Fox™ part number for your application, you must 
know the depth/diameter of the fuel tank on the vehicle and the inside diameter of the auxiliary fuel 
standpipe for the diesel fired heater as specified by its manufacturer. Refer to flow chart A and 
coolant flow chart B for proper connection of the TWHF Hot Fox™ to the system. 
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COOLANT FLOW 
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Optional coolant by-pass circuit only required if S-400 
Thermostat or a shut-off valve is used with the Hot Fox™ 
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NOTE: To provide for fastest warm up of fuel supply 
to the diesel fired coolant heater, it is important to 
keep coolant line from coolant heater outlet to TWHF 
Hot Fox™ inlet as direct and short as possible. 

TWHF Hot Fox 

INSTALLATION  
INSTRUCTIONS 

Hot Fox with Auxiliary Standpipe 



PART 
NUMBER 

TANK 
DEPTH 

COOLANT 
PORT 
SIZE 

MAIN FUEL 
PORT SIZE 

AUX FUEL 
PORT SIZE 

AUX FUEL 
TUBE I.D. 

TWHF 10-12 2mm 10-12” / 254-305MM 1/2” NPT 1/2” NPT 1/8” NPT 2mm 

TWHF 13-15 2mm 13-15” / 254-381mm 1/2” NPT 1/2” NPT 1/8” NPT 2mm 

TWHF 14-16-2mm 14-16” / 356-406mm 1/2” NPT 1/2” NPT 1/8” NPT 2mm 

TWHF 17-19 2mm 17-19”  / 432-483mm 1/2” NPT 1/2” NPT 1/8” NPT 2mm 

TWHF 20-22 2mm 20-22” / 508-559mm 1/2” NPT 1/2” NPT 1/8” NPT 2mm 

TWHF 22-24 2mm 22-24” / 559-610mm 1/2” NPT 1/2” NPT 1/8” NPT 2mm 

TWHF 24-26 2mm 24-26” / 610-660mm 1/2” NPT 1/2” NPT 1/8” NPT 2mm 

TWHF 27-29 2mm 27-29” / 686-737mm 1/2” NPT 1/2” NPT 1/8” NPT 2mm 

TWHF 10-12 4mm 10-12” / 254-305MM 1/2” NPT 1/2” NPT 1/8” NPT 4mm 

TWHF 13-15 4mm 13-15” / 254-381mm 1/2” NPT 1/2” NPT 1/8” NPT 4mm 

TWHF 14-16 4mm 14-16” / 356-406mm 1/2” NPT 1/2” NPT 1/8” NPT 4mm 

TWHF 17-19 4mm 17-19”  / 432-483mm 1/2” NPT 1/2” NPT 1/8” NPT 4mm 

TWHF 20-22 4mm 20-22” / 508-559mm 1/2” NPT 1/2” NPT 1/8” NPT 4mm 

TWHF 22-24 4mm 22-24” / 559-610mm 1/2” NPT 1/2” NPT 1/8” NPT 4mm 

TWHF 24-26 4mm 24-26” / 610-660mm 1/2” NPT 1/2” NPT 1/8” NPT 4mm 

TWHF 27-29 4mm 27-29” / 686-737mm 1/2” NPT 1/2” NPT 1/8” NPT 4mm 

CHART C TWHF PART NUMBERS AND SPECIFICATIONS 

CHART D AUXILIARY FUEL PORT ADAPTERS—See Brochure B-458 for main fuel and coolant port adapters

PART NUMBER MALE PIPE THREAD SIZE HOSE BARB SIZE 

A-2154 1/8” NPT 1/8” 

A-2155 1/8” NPT 3/16” 

A-2058 1/8” NPT 1/4” 

WARRANTY 
The Phillips & Temro Industries and Arctic Fox warranty statements are located on the website at phillipsandtemro.com/terms 
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